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1: Important Repair Instructions

1. Only skilled personnel should carry out the repair.
2. Verification test to carry out as follows, to determine the problem:
a. Ensure product are properly assembled
b. Power on
c. Water Tank to be filled up to Maximum level
Refer to Troubleshooting guide for part repair/replacement.
Specific tool needs to be used for the following part replacement.
a. Electrovalve — Refer to page 20
5. After repaired, the appliance must function properly, following test to be carried out:

a. POWER-ON CHECK
Powered-ON with socket equipped with Residual Current Circuit Breaker (RCCB) or Earth Leakage Circuit
Breaker (ELCB) to ensure no electrical hazard risk to end consumer.

b. Soleplate temperature
Check the soleplate temperature at maximum setting within IEC requirment.
Measure the temperature of the Soleplate after the iron has reached steady state i.e connected to the mains

for at least 15 minutes. The table below shows the temperature requirement.

Soleplate temperature (Deg C)

Minimum Maximum

101 Deg C 145 Deg C

c. Water leakage

Check that there is no water leakage from any part of product during operation.

d. Functionality
Check the functionality of the product such as:
- Steaming
- PCBA (Refer to point 6).
- Buttons: no sluggish, no jammed and loosenness
- Filling Door: able to open freely and close properly (with click sound)

e. Loose part

Check that there are no loose parts such as extra screws in the product that can cause short circuit or product
malfunction.
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Important Repair Instructions (Continue)

6. Self-Check mode
Self-Check mode is NOT an exhaustive dianosis, but a quick preliminary check on all the hardware function.

6.1 The following to be carried out before Self-Check mode:
i) Power meter should be in-placed to monitor system power.
if) Minimum water level in the water tank

iiiMake sure Soleplate is <100°C

6.2 Reset product to Factory Mode Test (FMT) Flow

If fail to enter FMT, could be due to:
1. No power to PCBA

2 Button(s) malfunction

3. Steam trigger malfunction

4 Timing incorrect

Press and hold
Power buttons

Turn on mains power / Plug in mains
cord without releasing buttons

Wait for at
least 5 secs
h

L

Is Power LED

Is Power LED Turn off mains power / (Blue) ON and
turns on? Unplug in mains cord Iron LED
breathing?

Immediately, press steam trigger
twice within 1.0 sec interval.

Release Power button. Successfully Entered FMT

Published by Philips Domestic Appliances Page 4 of 31 For internal use only

Document No. : CSW-07-081-18202




Important Repair Instructions (Continue)

6.3 Process Self Check Mode, start Self Check Mode

- [_Technician actions

Turn Oin:

= Iron LED |Bluse}
= De-Calc LED [Amber]

Power LED [Blue) and Calc-
Clean LED (Amber) blinking in
0.2 sec interval.

Check Iran LED,
Calc-Clean LED, Power LED

Check zero-
crass detection
Cirouit

Ponwer LED (Blue — naSSOH, or
White - 5501) fast blinks

Power LED [Blue) On

Power LED [Blue] & calc-Clean Iron LED {Elue) On
LED [amber] slowly togsle Calc-Clean LED {amber} On

Check iron temperature
55 Thermistor resistance = 1.54 K1 FLETEETEC

53 Thermistor resistance = 200K0
- Turn on ron heater fior 2 sacs

Calc-Clean LED {Amber) fast blinks

Pump turns off
E-Wahse turns off

{amber, Blue, OFF).
Check power meter:
P - Turn off ron heater
23AC
ched . Buzzer turns on
Press & relzase
Calc-Clean button

Calc-Clean LED {Amber) stops
blinking and remains On
Buzzer Off

Power LED (Blue) remains ON

Keep IRON at horizontal position

=¥ Iron LED (Blue] turns on

Tilt IROM to vertical position {107

All LEDs tumn off :

Calc-Clean LED [Amber)
fast blinking alternately

Iron LED | Blue) stops
bdinking and remains On
= Check Pump
M - Power LED {Blue}, Calc- «  Check E-valye

with IROM tip at the higher positon)
= |ron LED (Blue) fast blinks

" Clean LED [Amber] On
Pump fums on

= Check steam trigger

Published by Philips Domestic Appliances

E-Valwe tumns on

I = Check Pump I

t

|- check E-valve |
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2: Product Information

2.1 Functions/ Features Information
Fast & Powerful Crease Removal

Smooth scratch-resistant SteamGlide Soleplate
Optimal TEMP Technology

No temparature settings needed

Powerful steam for ultimate crease removal

No cartridges, no extra cost

Steam Output Control

Steam on demand

Precision Steam tip

Scale Management

Descaling and cleaning: Smart Calc Clean
Descaling reminder: Sound, Light

Compact & Convenient

Lightweight and compact for easy use and storage
Large detachable water tank for easy refilling
Carry lock for safe and easy transport

Safe and easy auto shut-off

Published by Philips Domestic Appliances

Easy to use

Auto Shut-off

Safe on all ironable fabrics: Even delicates like silk
Detachable water tank

Hose length: 1.6 m

Integrated power plug

Ready to use: Light indicator, sound indicator
Refill anytime during use

Suitable for tap water

Storage

Carry Lock: For transportation and safety
Hose Cord: Hose storage compartment
Power Cord: Velcro fix

Size & weight

Product dimensions (WxHxL): 200 x 233 x 371 mm
Weight of Iron: 1.3 kg

Weight of Iron & base: 2.8 kg
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Product Information

2.2 Product Matrix

Model Number GC7920 GC7923 GC7926 GC7929
Colour Aqua Blue Aqua Blue Dark Royal Blue  Dark Royal Blue
OptimalTEMP YES YES YES YES
Power (W) 2400 2400 2400 2400
Pressure (bar) 6.5 6.5 6.5 6.5
Steam rate (g/min) 120 120 120 120
Steam Boost (g) 430 440 450 450
Water Tank capacity L) 15 15 15 15
Detachable water tank YES YES YES YES
Anti Calc Smart Calc Clean Sm&ga%alc Smart Calc Clean Sma;ta(;alc
Calc Clean reminder Sound and light Sound and light Sound and light Sound and light
Soleplate Coating SteamGlide SteamGlide SteamGlide SteamGlide Plus
Auto Shut-Off YES YES YES YES
Safety Carry Lock YES YES YES YES
ECO Mode NO NO NO NO
Max/ Turbo Mode YES YES YES YES
ACCessories Calc_ Clean Calc_ Clean CaI(_: Clean CaI(_: Clean

Container Assy Container Assy Container Assy Container Assy
Cord length (M) 1.65 1.65 1.65 1.65
Heat up time (min) 2 2 2 2
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Product Information

Product Matrix

ST

Model Number GC7930 GC7933
Colour Purple Magic Purple Magic
OptimalTEMP yes yes
Power (W) 2400 2400
Pressure (bar) 6.5 6.5
Steam rate (g/min) 120 120
Steam Boost () 440 450
Water Tank capacity L) 15 15
Detachable water tank yes yes

Anti Calc

Calc Clean reminder

Soleplate Coating

Smart Calc Clean
Sound and light
SteamGlide Plus

Smart Calc Clean
Sound and light
SteamGlide Plus

Auto Shut-Off yes yes
Safety Carry Lock yes yes

ECO Mode no no

Max/ Turbo Mode yes yes
Accessories Calc_ Clean CaI(_: Clean

Container Assy Container Assy

Cord length (M) 1.65 1.65

Heat up time (min) 2 2
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Product Information (Continue)

2.3 Wiring Diagram - Iron

Iron Heater

53 Fuse to

i Hosecord Live

Iron LED Assy

Thermal Fuse Assy

5G Thermistor
- Pssy

5G Fuse to 5G
=" Heater Live

Iron Earth
——  Point
Hosecord
{to stand)
5G Heater to Hosecord Neutral
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Product Information (Continue)
2.4 Wiring Diagram - Stand

WK2327 - Onwards

Removed E-valve for all the Dextor models,

. Vil
More details refer to the Page -23
VWAS PCE to
Evalvd@eutral
WAL PCE to Pump
B Evalpé Live
WaAZ2 PCE to Pump
Meutral
FLEX-L IROM-M  FLEX-M ; FARTH
£ interconnection
IRON-L il 0 [ m
n ()
Hosecord Pump- A
(toiron) E"u@(e-hl
L FLEX
I .
R Dexter P PCBA
HOSE CORD CABLE ASSY exter Fower
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3: Troubleshooting Guide

Defect Occurance Solution
Iron LED does not light up as Hose Cord Assy wiring Reconnect & retest
specified (refer to page 5) Iron LED Assy Change Iron LED Assy
Hose Cord Assy Change Hose Cord Assy
Power PCBA Change Power PCBA*
Other LEDs do not light up as Power PCBA Change Power PCBA*
specified (refer to page 5)
Zero-crossing detection circuit ~ Power PCBA Change Power PCBA*
error (refer to page 5)
Iron temperature sensing Connection Reconnect & retest
circuit error (refer to page 5) Power PCBA Change Power PCBA*
Soleplate Assy Change Soleplate Assy
Iron heater power does not Iron is too hot Cool down and retest
meet as specified (refer to Soleplate Assy Change Soleplate Assy
page 5) PCBA Change Power PCBA*
No buzzer sound (refer to Connection Reconnect & retest
page 5) Power PCBA Change Power PCBA*
Motion sensor not functioning Handle PCB connection Reconnect & retest
correctly (refer to page 5) Handle PCB Change Handle PCB
Steam trigger pressed does Hose cord Assy connection Reconnect & retest
not detected (refer to page 5) Handle PCB Change Handle PCB
Hose Cord Assy Change Hose Cord Assy
E-Valve Change E-Valve
Trigger Change Trigger
Power PCBA Change Power PCBA*
Water leaking Connection for water path Reconnect & retest
Inlet Coupling Seal Change Inlet Coupling Seal
Inlet Coupling Assy Change Inlet Coupling Assy
Water Tank Assy Change Water Tank Assy
Soleplate Assy Change Soleplate Assy
Boiler Assy Change Boiler Assy & Inox Clamp
Pump Assy Change Pump Assy & PRV Assy*
Lock jammed Stand Top Assy Change Stand Top Assy
Soleplate warp Change Soleplate Assy
No pumping Pump Assy Change Pump Assy & PRV Assy*
Trigger Change Trigger
Power PCBA Change Power PCBA*
Plastic molded part damaged, Inlay 2K Assy Change Inlay 2K Assy
broken, short molding, Housing Prted Change Housing Prted
cosmetic defect or sharp Trigger Change Trigger
edges Chassis Change Chassis
Cover Change Cover
Tray Assy Change Tray Assy
Stand Top Assy Change Stand Top Assy
Water Tank Assy Change Water Tank Assy
Stand Botttom Assy Change Stand Botttom Assy
Button Assy Change Button Assy
Iron Bottom Cap Change Iron Bottom Cap
Water leaking from Stand and  Pump Assy Change Pump Assy & PRV Assy*
No Steam
Notes:

* Refer to page 21 for Power PCBA/ Pump Assy replacement Reassembly Instruction.

Mandatory action:
Product returned with production date before wk1920, Pump Assy & PRV Assy (Pos 14) to be replaced.
Make a black dot marking on label of Pump Assy (this is to prevent repeat replacement).

Published by Philips Domestic Appliances Page 11 of 31 For internal use only

Document No. : CSW-07-081-18202




Troubleshooting Guide

No Power
V8

No steam/ low steam

V8

Defect

Soleplate Assy
Mainscord
Power PCBA
Power PCBA
Pump Assy
Dosing Head

Occurance

Hose Cord Assy

Troubleshooting Guide

LED Blinking Error Signal Interpretation

Solution
Change Soleplate Assy
Change Mainscord
Change Power PCBA*
Change Power PCBA*
Change Pump Assy & PRV Assy*
Dosing Head
Hose Cord Assy

O

)-

Power + De-calc LED ON,
after 1sec,

Power LED ON and Decalc
LED OFF, after 1sec,
Power LED OFF and Decalc
LED ON

Power LED OFF and Decalc

LED ON, after 1sec,

Power LED ON and Decalc

LED OFF, after 1sec,
Power + De-calc LED OFF,

Power + De-calc LED
Fast Blinking(300ms)

Trigger/motion sensor
communication missing

Thermistor
OC or SC

Zero cross

Published by Philips Domestic Appliances
Document No. : CSW-07-081-18202

Page 12 of 31 For internal use only

PHILIPS




4: Instruction

4.1 Disassembly Instructions
4,11 lron M

Notes: /I Before dismantling - Ensure the plug is disconnected from the mains and Soleplate is not hot.

LED Holder, remove Handle PCB 2

1 Unlock Iron Assy from Tray Assy 17 2 Remove Screw G, H & 2x Screw J
Remove Screw L from Inlay and :
remove Inlay 2K Assy 1
AU ' |
"
3  Disconnect all wire connection, remove LED and 4  Remove Screw | & Trigger Spring Cap

2X Screw F

9 Remove Screw E and Plastic Washer & remove

10

12

Published by Philips Domestic Appliances
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13 Remove 2x Screw B

~

-

14 Remove 2x ScrewA, Cord Clamp & Hose Cord

15 Remove 2x Screw D & 2x Plastic Washer and

remove Chassis 5

16

Disassembly Instructions
4.12 Stand e

1 Remove Water Tank Assy 18

T

2 Remove 2x Screw R underneath the Tray Rubber
] P— ~N

3 Remove 2x Screw S from Stand Top Assy 16

r

)

4 Remove 6x Screw T from Stand Bottom 10

@E||'A
k/‘s.,u ! 0\‘. ‘6

Remove Tray Assy 17

Slhhe Tray Assy——
—

Pyd arrow direction

Remove Stand Top Assy 16

/
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7  Remove 2x Screw Q and Button Frame Assy 12 8 Remove Screw P

9 Disconnect all wire connection 10 Remove Power Board PCBA 13. Remove 2x
Screw N and Clamping Plate & Mainscord 19.
Remove Screw O and disconnect Tubes

11 Remove E-Valve 15 12 Remove Pump Assy & PRV Assy 14 & Stand
Bottom 10
- 4 ‘

I ...
.

4.2: Reassembly Instructions

4.21IRON W&

Cautions: /A
Before fastening screw, relocate the screw with first thread. Once done fasten the screw.
Do not drop, hit or knock the ASO/ PCBA. (ESD wrist strap & proper pack with ESD bag)

c. Ensure there is click sound after Connector to Terminal engagement for wire connection.

1 Assemble Chassis 5 to Hose Cord Assy 11 2  Assemble Cord Clamp, assemble and fasten
Screw A. To ensure rubber is below the plastic
molder part. Refer to red circle below

-
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connect it to Thermistor wire

3 Assemble Hose Cord Assy 11 to Cover 8, 4  Assemble Earth wire to Soleplate Assy 7,
assemble and fasten 2x Screw B assemble and fasten Screw C
5 Assemble Chassis 5, assemble 2x Plastic 6  Assemble Cover 8 to Solepate Assy 7. Route the
Washer, assemble and fasten 2x Screw D Hosecord wires into opening of the Chassis 5
7  Route the brown wire (Soleplate side connecting 8  Place the Cover 8 on the Soleplate Assy 7. Tidy
to fuse) inside the Cover hole as shown. Take the up the wires and ensure the iron should look like
Thermistor wires and insert it inside the Cover shown on the picture, Then screw Cover 8 to
hole as shown Soleplate Assy 7(X1 Screw E with washer), Cover
8 to Chassis 5 (X2 Screw F)
=, 4 d th -
Eﬂ:;lr;eis?g: \t:irg\éearm?f;m;gee it.
9  Tidy up water tube sleeve by pull to the reference 10 Assemble Thermistor Seal
rib as shown on the picture. Insert the Dosing Take the Brown wire and connect it with the Brown
Head 21 to the Dosing Seal in the Soleplate as wire from the fuse.
shown. Make sure Dosing Head 21 is facing the ‘
side shown on the picture. Ensure that the white
sleeve is dressed to reference rib as shown
m = )
| referencerib |
~—
11 Take the shorter white wire (from Hosecord) and 12 Take Blue wire (from Soleplate terminal) and

connect it to the piggy back
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13 Take second Thermistor wire (the longer one) and 14 Assemble the RUBBER SEAL into hole properly
connect it to the piggy back =
—_——=

15 Dress Blue wire & White wires as shown 16 Insert the 3pin connector inside the opening on the
) Housing Prted 3

1 {

17 Insert the Iron Rubber Cap in the Housing 3 18 Assemble Housing Prted 3 to Cover 8 (slide the
- catch to Cover 8 per yellow arrow below)

19 Assemble & fasten Screw H 20 Assemble & fasten 2x Screw K

—_—

&

‘\

21 Assemble Trigger & Spring into Housing Prted 3 22 Assemble Trigger Spring Cap, assemble & fasten
= Screw |.

23 Connect the 3pin connector to Handle PCB 2 24  Assemble Handle PCB 2. Insert inside the Spring
facing-up Plate catch (a). Align to Housing locator (b).
Assemble & fasten Screw G (c).
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25 Assemble the Led Holder. Dress the Blue, Black
and Grey wires below the LED Holder and
assemble & fasten 2x Screw J

26

Insert LED in the LED holder. Dress LED wires at

the sides of the Housing as shown

27 Assemble Catch Support onto Inlay

28

Assemble Inlay 2K Assy 1, assemble and fasten
Screw L

29 Assemble Deco Cap 9. Ensure that the Deco Cap
sits tightly on the Housing

-

30

Dress wire, assemble Iron Bottom Cap 6,
assemble and fasten 2x Screw M

Reassembly Instructions

4.22 Stand v
Cautions: /A

Before fastening screw, relocate the screw with first thread. Once done fasten the screw.
Do not drop, hit or knock the ASO/ PCBA. (ESD wrist strap & proper pack with ESD bag)

c. Ensure there is click sound after Connector to Terminal engagement for wire connection.

1 Assemble Pump Assy & PRV Assy 14 to Stand
Bottom 10

‘,

- ) W

2

Insert Hosecord through left side of Stand Bottom
and the locating pin on the Stand Bottom 10 goes
through the slot on the Hosecord clamp.
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3 Assemble & fasten Screw O 4  Assemble Mainscord Assy 19 through right side of
Stand Bottom, assemble Clamping Plate,
assemble & fasten 2x Screw N

5  Connect Tube from Pump to E-valve 15 Inlet 6

™

7  Connect Tube from Hosecord to E-valve 15 Outlet 8  Quick connect both Ground wires and dress into
ribs provided

. S

9  Assemble Power Board Assy 13, assemble and 10 Connect N wire (Blue) and L wire (Brown) from the
fasten Screw P Mainscord Assy to PCBA

11 Connect N wire (Blue) and L wire (Brown) from 12 Insert the 3 pin connector wire (white, grey and
the hosecord to PC% black) from the Hosecord to the PCBA

13 Connect wire from PCBA to the pump. Purple 14 Connect the other end Red wire to the bottom tab
wire to bottom tab of pump and Red wire into top of the E-Valve and Black wire from PCBA to the
tab of pump top tab of E-Valve.

Published by Philips Domestic Appliances Page 19 of 31 For internal use only

Document No. : CSW-07-081-18202




15 Mount the Button Assy 12 on the PCBA 13 and 16 Assemble Stand Top on Stand Bottom
assemble & fasten Screw P

/

17

19 Flip the Tray Rubber Cap upwards then assemble 20 Flip the set. Secure Tray to Stand Top with screws
& fasten 2x Screw R 2X

22 Assemb

le Water Tank Assy 18
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Reassembly Instructions

4.23 Replacing ELECTROVALVE
To prevent damage to the ELECTROVALVE during service activity, the following to be observed during

disassembly & assembly.

Tool required: Torque wrench (set to 6Kgf)

7Y S =

CAUTION #1: The torque wrench engagement is allowed ONLY at the yellow box locations in
below picture.

Contact area for torque
wrench to screw/unscrew
the electrovalve.

CAUTION #2: Ensure torque wrench jaw does not contact the solenoid body.

Torque wrench

Electro-valve

Maintain gap between
solenoid body

the torque wrench and
the solenoid body
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Reassembly Instructions

4.24 Power Board PCBA and / or & Pump Assy replacement.

In case of PCBA and / or pump replacement, follow as per below instruction to ensure matching of both hardware.

a) For PCBA replacement:

- To cut the jumper wires (Pump-1, Pump-2) on PCBA based on the pump label as in Table 1 below.

b) For pump replacement:

Pump spoilt?

vES

Change Pump
Same Pump
available? Change PCBA
‘ YES
Replace Pump Cut Jumper wire per
accordingly table 1
Table 1
Jumper wires on PCBA Label on Pump Pump label Jumper wire to cut on
PCBA
1 e 5103 (Pump-1)
e 5101 (DCEV)
2 e 5102 (Pump-2)

e 5101 (DCEV)

Pump Label
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4.25 Special instruction for E-valve and PCBA faulty

(Scenario 1) (Scenario 2)
[E-valve faultyj [ PCBA faultyj
|
M (R *
Remove Replace New
Elbow cover PCBA
Connect "hose cord EPDM
tube" to "PRV outlet tube"
through tube connector
WA3 PCB to
Evalv@@eutral
Replace new
'WAL1 PCB to Pumy
PCBA praet g
'WA2 PCB to Pump
Neutral
EARTH
interconnection
Hosecord
(toiron)
FLEX
HOSE CORD CABLE ASSY Dexter Power PCBA /
PRV Assy PRV Assy
PRV outlet tube
PRV outlet tube Mushroom head to
Exvaive the PRV Assy
Elbow cover
Hose cord Tube connector
EPDM tube
Published by Philips Domestic Appliances Page 23 of 31 For internal use only

Document No. : CSW-07-081-18202

PHILIPS



5: Service Lists

5.1 Part list
GC7920/20 GC7923/20 GC7926/20 GC7930/30
S 889792020010 889792320010 889792620010 889793300010
WEU WEU WEU WEU
1 INLAY 2K ASSY 423902275911 423902275911 423902275911 423902275911
2 PCB HANDLE 423902275791 423902275791 423902275791 423902275791
3 HOUSING PRINTED 423902275821 423902275821 423902275831 423902275841
4 TRIGGER 423902275741 423902275741 423902275751 423902275761
5 CHASSIS 423902275721 423902275721 423902275721 423902275721
6 IRON BOTTOM CAP 423902275771 423902275771 423902275771 423902275771
7 SOLEPLATE ASSEMBLY 423902269622 423902269622 423902269622 423902269602
8 COVER 423902275731 423902275731 423902275731 423902275731
9 DECO CAP 423902275851 423902275851 423902275851 423902275851
10  STAND BOTTOM ASSY 423902275781 423902275781 423902275781 423902275781
11  HOSE CORD ASSY 423902275811 423902275811 423902275811 423902275811
12 BUTTON FRAME ASSY 423902275901 423902275901 423902275901 423902275901
vil 13  POWERBOARD PCBA 642001002619 642001002619 642001002619 642001002619
Vil»14  PUMP ASSY & PRV ASSY 423903019122 423903019122 423903019122 423903019122
16  STAND TOP ASSY 423902275861 423902275861 423902275871 423902275881
17 TRAY ASSY 423902275891 423902275891 423902275891 423902275891
18 WATER TANK ASSY 423902275941 423902275961 423902275951 423902275711
19  MAINS CORD ASSY 423902275661 423902275661 423902275661 423902275661
20  CALC CLEAN CONTAINER ASSY 423902275921 423902275921 423902275921 423902275921
ve 21  DOSING HEAD 423902292821 423902292821 423902292821 423902292821
Vil»22  TUBE CONNECTOR 423902658882 423902658882 423902658882 423902658882
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Service Lists (Part list)

GC7933/30 GC7920/20 GC7926/20 GC7933/30

Description 889793330010 889792020300 889792620300 889793330300
WEU EEU EEU EEU

1 INLAY 2K ASSY 423902275911 423902275911 423902275911 423902275911
2 PCB HANDLE 423902275791 423902275791 423902275791 423902275791
3 HOUSING PRINTED 423902275841 423902275821 423902275831 423902275841
4 TRIGGER 423902275761 423902275741 423902275751 423902275761
5 CHASSIS 423902275721 423902275721 423902275721 423902275721
6 IRON BOTTOM CAP 423902275771 423902275771 423902275771 423902275771
7 SOLEPLATE ASSEMBLY 423902269602 423902269622 423902269622 423902269602
8 COVER 423902275731 423902275731 423902275731 423902275731
9 DECO CAP 423902275851 423902275851 423902275851 423902275851
10 STAND BOTTOM ASSY 423902275781 423902275781 423902275781 423902275781
11 HOSE CORD ASSY 423902275811 423902275811 423902275811 423902275811
12 BUTTON FRAME ASSY 423902275901 423902275901 423902275901 423902275901
vii 13 POWERBOARD PCBA 642001002619 642001002619 642001002619 642001002619
Vil »14 PUMP ASSY & PRV ASSY 423903019122 423903019122 423903019122 423903019122
16 STAND TOP ASSY 423902275881 423902275861 423902275871 423902275881
17 TRAY ASSY 423902275891 423902275891 423902275891 423902275891
18 WATER TANK ASSY 423902275971 423902275941 423902275951 423902275971
19 MAINS CORD ASSY 423902275661 423902275661 423902275661 423902275661
20 CALC CLEAN CONTAINER ASSY 423902275921 423902275921 423902275921 423902275921
ve 21 DOSING HEAD 423902292821 423902292821 423902292821 423902292821
V1> 22 TUBE CONNECTOR 423902658882 423902658882 423902658882 423902658882
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Service Lists (Part list)

GC7920/26 GC7933/36 GC7920/20 GC7929/21
Description 889792026150 889793336150 889792020640 889792921160
UK 9]¢ THAILAND SWITZERLAND
1 INLAY 2K ASSY 423902275911 423902275911 423902275911 423902275911
2 PCB HANDLE 423902275791 423902275791 423902275791 423902275791
3 HOUSING PRINTED 423902275821 423902275841 423902275821 423902275831
4 TRIGGER 423902275741 423902275761 423902275741 423902275751
5 CHASSIS 423902275721 423902275721 423902275721 423902275721
6 IRON BOTTOM CAP 423902275771 423902275771 423902275771 423902275771
7 SOLEPLATE ASSEMBLY 423902269622 423902269602 423902269622 423902269602
8 COVER 423902275731 423902275731 423902275731 423902275731
9 DECO CAP 423902275851 423902275851 423902275851 423902275851
10 STAND BOTTOM ASSY 423902275781 423902275781 423902275781 423902275781
11 HOSE CORD ASSY 423902275811 423902275811 423902275811 423902275811
12 BUTTON FRAME ASSY 423902275901 423902275901 423902275901 423902275901
vii 13 POWERBOARD PCBA 642001002619 642001002619 642001002619 642001002619
Vil > 14 PUMP ASSY & PRV ASSY 423903019122 423903019122 423903019122 423903019122
16 STAND TOP ASSY 423902275861 423902275881 423902275861 423902278661
17 TRAY ASSY 423902275891 423902275891 423902275891 423902275891
18 WATER TANK ASSY 423902275941 423902275971 423902275941 423902278671
19 MAINS CORD ASSY 423902277971 423902277971 423902278651 423902278681
20 CALC CLEAN CONTAINER ASSY 423902275921 423902275921 423902275921 423902275921
ve 21 DOSING HEAD 423902292821 423902292821 423902292821 423902292821
Vi1 » 22 TUBE CONNECTOR 423902658882 423902658882 423902658882 423902658882
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Service Lists (Part list)

GC7929/20 GC7933/36 GC7920/20 GC7926/28

Description 889792920220 889793336500 889792020530 889792628710
GERMANY SINGAPORE AUSTRALIA CHINA

1 INLAY 2K ASSY 423902275911 423902275911 423902275911 423902275911
2 PCB HANDLE 423902275791 423902275791 423902275791 423902275791
3 HOUSING PRINTED 423902275831 423902275841 423902275821 423902275831
4 TRIGGER 423902275751 423902275761 423902275741 423902275751
5 CHASSIS 423902275721 423902275721 423902275721 423902275721
6 IRON BOTTOM CAP 423902275771 423902275771 423902275771 423902275771
7 SOLEPLATE ASSEMBLY 423902269602 423902269602 423902269622 423902269622
8 COVER 423902275731 423902275731 423902275731 423902275731
9 DECO CAP 423902275851 423902275851 423902275851 423902275851
10 STAND BOTTOM ASSY 423902275781 423902275781 423902275781 423902275781
11 HOSE CORD ASSY 423902275811 423902275811 423902275811 423902275811
12 BUTTON FRAME ASSY 423902275901 423902275901 423902275901 423902278851
Vil 13 POWERBOARD PCBA 642001002619 642001002619 642001002619 642001002619
Vil > 14 PUMP ASSY & PRV ASSY 423903019122 423903019122 423903019122 423903019122
16 STAND TOP ASSY 423902278661 423902275881 423902275861 423902278831
17 TRAY ASSY 423902275891 423902275891 423902275891 423902275891
18 WATER TANK ASSY 423902278671 423902275971 423902275941 423902278841
19 MAINS CORD ASSY 423902278691 423902277971 423902278821 423902278861
20 CALC CLEAN CONTAINER ASSY 423902275921 423902275921 423902275921 423902278871
ve 21 DOSING HEAD 423902292821 423902292821 423902292821 423902292821
Vil » 22 TUBE CONNECTOR 423902658882 423902658882 423902658882 423902658882
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Service Lists (Part list)

GC7933/30 GC7920/20 GC7923/20 GC7930/31
Description 889793330040 889792020040 839792320080 [7)889793031160
TURKEY TURKEY GREECE SWITZERLAND
1 INLAY 2K ASSY 423902275911 423902275911 423902275911 423902275911
2 PCB HANDLE 423902275791 423902275791 423902275791 423902275791
3 HOUSING PRINTED 423902275841 423902275821 423902275821 423902275841
4 TRIGGER 423902275761 423902275741 423902275741 423902275761
5 CHASSIS 423902275721 423902275721 423902275721 423902275721
6 IRON BOTTOM CAP 423902275771 423902275771 423902275771 423902275771
7 SOLEPLATE ASSEMBLY 423902269602 423902269622 423902269622 423902269602
8 COVER 423902275731 423902275731 423902275731 423902275731
9 DECO CAP 423902275851 423902275851 423902275851 423902275851
10 STAND BOTTOM ASSY 423902275781 423902275781 423902275781 423902275781
11 HOSE CORD ASSY 423902275811 423902275811 423902275811 423902275811
12 BUTTON FRAME ASSY 423902275901 423902275901 423902275901 423902275901
vii 13 POWERBOARD PCBA 642001002619 642001002619 642001002619 642001002619
Vil > 14 PUMP ASSY & PRV ASSY 423903019122 423903019122 423903019122 423903019122
16 STAND TOP ASSY 423902275881 423902275861 423902275861 423902275881
17 TRAY ASSY 423902275891 423902275891 423902275891 423902275891
18 WATER TANK ASSY 423902275971 423902275941 423902275961 423902275711
19 MAINS CORD ASSY 423902275661 423902275661 423902275661 423902275681
20 CALC CLEAN CONTAINER ASSY 423902275921 423902275921 423902275921 423902275921
ve 21 DOSING HEAD 423902292821 423902292821 423902292821 423902292821
Vi1 » 22 TUBE CONNECTOR 423902658882 423902658882 423902658882 423902658882
Consumer Replaceable Part v
Pos | Service 12NC Description CRP number
18 423902275941 SVC WATER TANK ASSY - 423903019221 CP2034/01
18 423902275961 SVC WATER TANK ASSY - 423903019251 CP2034/02
18 423902275951 SVC WATER TANK ASSY - 423903019231 CP2034/03
18 423902275711 SVC WATER TANK ASSY - 423903019241 CP2034/04
18 423902275971 SVC WATER TANK ASSY - 423903019331 CP2034/05
18 423902278671 SVC WATER TANK ASSY 423903020640 CP2034/06
20 423902275921 SVC CALC CLEAN CONTAINER ASSY - 423903018971 CP2035/01

Notes:

The above mentioned CRP is applicable for following country only:-

Germany, Austria, Netherlands, Belgium, France, Italy, Spain, UK, Denmark, Sweden, Poland, Czech Republic, Hungary
& Romania
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5.2 Iron exploded view
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5.3 Stand exploded view
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Scale: Not to scale

6: Revision History

Version | Records Author Date
0 New release Chong Yoke Lan | 7-Dec-2018
1 Update Important Repair Instruction Chong Yoke Lan | 3-Sep-2019
Update product matrix
Update Troubleshooting Guide with Mandatory action
Add new versions:
889792026150 - GC7920/26, 889793336150 - GC7933/36,
889792020640 - GC7920/20, 889792921160 - GC7929/21,
889792920220 - GC7929/20, 889793336500 - GC7933/36,
889792020530 - GC7920/20 & 889792628710 - GC7926/28
2 Update Important Repair Instruction Chong Yoke Lan | 5-Feb-2020
Update Factory Mode Test Flow
Add Reassembly Instructions — Replacing Electrovalve
3 Update Jumper Wire cutting of Power PCBA on Table 1 to Chong Yoke Lan | 25-Jun-2020
resolve IPM-167971
Update 12NC on position 1 for 889793336500 Chong Yoke Lan | 17-Jul-2020
5 Add new versions: Chong Yoke Lan | 26-Oct-2020
889793330040; 889792020040 & 889792320080
6 Update Reassembly Instruction for PCBA jumper wire Chong Yoke Lan | 15-Mar-2021
cutting.
Update service list for 12NC on position 13
Add new version: 889793031160 Chong Yoke Lan | 15-Sep-2021
Update Troubleshooting Guide Chong Yoke Lan | 26-Apr-2022
Update disassembly & reassembly instruction
Update service list for 12NC in position 21
Update Exploded view
9 Update service list to include CRP number Chong Yoke Lan | 23-Sept-2022
10 Add Special instruction for E-Valve faulty Palani 11-Dec-2023
Pandurangan
11 Add new 12NC for Power PCBA, Pump Assy & PRV Assy, 21-Jun-2024
Add new service part — Tube connector Palani
Update E-valve and PCBA faulty instructions, Pandurangan

Update wiring diagram and exploded view drawing.
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